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LOCATION AP 3R

LEGEND
THE_INFORMAT ION DEPICTED ON THIS MAP
REPRESENTS THE RESULTS OF Sl

N THE DATES_INDICATED AND CAN ONLY BE
CONSIDERED AS INDICATING THE GENERAL
CONDITIONS AT THE TIME.

LOW VATER DATUM
ELEVATIONS AND PROJECT DEPTHS ARE

GRID COORDINATES.

GRIDS SHOWN ARE BASED ON NATIONAL

GEGDETIC SURVEY PROJECTION TABLES.

STATE OF NICHIGAN, SOUTH ZONE (2113),

LAVBERT PROJECTION, 1963 NORTH ANERICAN DATUM.

PROJECT DEPTH 27.5 FT. ol

C.l. AZ = 46 43" - 45.2"
I [ [
i i j
DIRECTIONS NoTES: o | oae [ Revision [ o
ALL DIRECTIONS AE GRID AZDAITH 1. GAGES USED VERE TAKEN FRON GAGE BGARD SET D PILING
AEFERACD o MR ZER0, AZMUTMS AT GROSSE PTE. YACHT CLUB ALONG THE VALK WAY NEXT T0 THE U.S. ARMY ENGINEER DISTRICT., DETROIT
SWINNING POOL REFERENCED FROM B.M. CLUB LOCATED AT N.W. CORPS ENGINEERS
PROJECT DEPTHS ORNER G| THE TAGHT OLUB BT, e
T
PROJECT DEPTHS ARE AS INDICATED ABOVE. 2. POSITIONS WERE DETERUINED BY GPS
< ks nole Ve REFERERCE BEAGON a3se LODATED A7 FORT NAYNE LAKE ST. CLAIRs MICHIGAN
&ED&;E’S‘;EDFEEECE%;C m%vclcgr DETROIT, MICHIGAN - FREQUENCY 318 KHZ. 200 BPS RAWN B PEACH ISLAND RANGE
ABOARD THE USACOE SURVEY LAUNCH 3043, 3. TRANSDUCER FREQUENCY USED TO MEASLRE DI GONDITION SOUNDINGS

EPTH
DATA WAS 208 KHZ AND THE BEAN ANGLE VAS 3.0 DEGREES. €S+ 324400 TO L.S. 359400

11 AUG 1999

AUTOMATED EQUIPMENT USED
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