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LOW WATER DATUN

ELEVATIONS AND PROJECT DEPTHS ARE
REFERRED T0_INTERNATIONAL GREAT LAKES
DATUM. (1958) AT ELEVATIDN 571.7 FT, ABOVE
VEAN WATER LEVEL AT FATHER POINT, QUEBEC.
GRID COORDINATES
GRIDS SHONN ARE BASED ON NATIONAL
GEODETIC SURVEY PROJECTION TABLES,
STATE OF MICHIGAN, SOUTH N
LANBERT PROJECTION, 1383 NORTH AMERICAN DATUM.

LOCATION MAP  “iibel™

DIRECTIONS

ALL DIRECTIONS ARE GRID AZINUTHS
REFERRED T0 NORTH ZERG.

PROJECT DEPTHS

PROJECT DEPTHS ARE AS INDICATED ABOVE.

THE AUTONATED ELECTRONIC SURVEY WAS

CONDUCTED BY FRED LEECH, PARTY CHIEF,

KBOARD THE USACOE SURVEY LAUNCH 3043.
AUTOMATED EQUIPMENT USED

POSITIONINGE STARLINK DGPS

DATA PROCESSOR: DELL PC

SOFTWARE: COASTAL OCEANOGRAPHICS
PLOTTER: ENCAD, CABJET 2

SONIC SOUNDER: INNERSPACE 448
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C.L. AZ =46 = 43’ - 45.2"

NoTES:

1. GAGES USED NERE TAKEN FROM GAGE BOARD SET ON PILING
AT GROSSE PTE. YACHT CLUB ALONG THE WALK WAY NEXT TQ THE
SWINNING PODL REFERENCED FROM B.M. CLUB LOCATED AT N.V.
CORNER OF THE YACHT CLUB

»

POSITIONS WERE DETERMINED BY GPS
REFERENCE BEACON 838. LOCATED AT FORT NAYNE
DETROIT, MICHIGAN - FREQUENCY 319 KHZ, 200 BPS

3. TRANSDUCER FREQUENCY USED TO MEASURE DEPTH
DATA VAS 208 KHZ AND THE BEAM ANGLE WAS 3.0 DEGREES.
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U.S. ARMY ENGINEER DISTRICT. DETROIT
CORPS OF ENGINEERS

DETROIT. MICHIGAN

LAKE ST. CLAIRs MICHIGAN
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C.S. 336400 T0 C.5. 431+00
11 AUG 1399
DETROIT AREA OFF ICE

FRRIVAL FECOMENDED!

ORAYING NINGER

[ GH1EF . CoNSTRLCTION — GRERATIONS DIVISION
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