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LOGATION NAP  “S3"

LEGEND

HE_INFORVATION DEPICTED ON THIS NAP
RESULTS OF SURVEYS NADE
ON THE DATES_INDICATED AND CAN DNLY BE
DERED AS INDICATING THE GENERAL
JONS AT THE TIME.
LOW WATER DATUM
ELEVATIONS AND PROJECT DEPTHS ARE
REFERRED TO_ INTERNATIONAL GREAT LAKES
DATUM. (1955) AT ELEVATION 57T FT. ABOVE
NEAN WATER LEVEL AT FATHER POINT.  OUEBEC.
GRID COORDINATES
'S SHOWN ARE BASED ON NATIONAL

[ON TABLES,
OF MICHIGANs SOUTH ZONE (2113),
AVBERT PROJECTION 1983 NORTH AVERICAN DATUN..

GRID:
GEDDETIC SURVEY PROJECTI
Stare

DIRECTIONS

ALL DIRECTIONS ARE GRID AZIMUTHS
REFERRED TO NORTH ZERO.

PROJECT DEFTHS
PROJECT DEPTHS ARE AS INDIGATED ABOVE.

THE_AUTONATED ELECTRONIC SURVEY WAS

CONDUCTED BY FRED LEECHs PARTY CHIEF .

ABOARD THE USACOE SURVEY LAUNCH 3043.
AUTONATED EQUIPMENT USED

POSITIONING: STARLINK DGPS

DATA PROCESSOR: DELL PC

SOFTWARE COASTAL OCEANGGRAPHICS

PLOTTER: ENCAD. CADJET 2

SONIC SOUNDER: INNERSPACE 448
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PROJECT DEPTH 27.5 FT.

C.L. AZ = 48 * 43’ - 45.2"

NOTES®

1.

‘GAGES USED WERE TAKEN FROM GAGE BOARD SET ON PILING

T GROSSE PTE. YACHT CLUB ALONG THE WALK WAY NEXT TQ THE
SWIWMING POOL REFERENCED FROM B.N. CLUB LOCATED AT N.V..
CORNER OF THE YACHT CLUB

POSITIONS WERE DETERNINED BY GPS

REFERENCE BEACON 838, LOCATED AT FORT NAVNE

DETROIT, NIGHIGAN - FREQUENCY 319’ KHZ, 200 BPS

TRANSDUCER FREQUENCY USED TO MEASURE DEPTH
DATA VAS 208 KHZ AND THE BEAN ANGLE VAS 3.0 DEGREES.
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U.S. ARMY ENGINEER DISTRICT. DETROIT
CORPS OF ENGINEERS
DETROIT, MICHIGAN

12 AUG 1999

DETROIT AREA OFFICE

CLAIR, MICHIGAN
PEACH ISLAND RANGE
CONDITION SOUNDINGS

.5, 432400 TO C.S. 467400

PROVAL RECGHPERDE

ChiEr, GoNSTRUGTION - GrEmaTIONS DIVISION

GRANING NOWAER
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