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LEGEND
THE INFORMATION DEPICTED ON THIS WAP

CONSIDERED AS INDICATING THE GENERAL
CONDITIONS AT THE TIVE.

LON WATER DATUM
ELEVATIONS AND PROJECT DEPTHS ARE
REFERRED TO_INTERNATIONAL GREAT LAKES

DATUN, (19551 AT ELEVATION §71.7 FT,
VEAN VATER LEVEL AT FATHER POINT.' QUEBEC

GRID COORDINATES.
GRIDS SHOWN ARE BASED ON NATIONAL
GEQDETIC SURVEY PROJECTION TABLES.

STATE OF MICHIGAN. SOUTH ZONE (2113).
LANBERT PROJEGTION, 1983 NORTH AWERICAN DATUM.

ABOVE

DIRECTIONS
ALL DIRECTIONS ARE GRID AZIMUTHS
REFERRED 10 NORTH ZERO.
PROJECT DEPTHS
PROJECT DEPTHS ARE AS INDICATED ABOVE.
THE AUTONATED ELECTRONIC SLRVEY VAS
CONDUGTED BY FRED LEECH, PARTY CHIEF.
ABDARD THE USACCE SURVEY LAUNCH 3043.
AUTONATED EQUIPNENT USED
POSITIONINGE STARLINK DGPS
DATA PROCESSOF DELL PC
SOFTNARE COASTAL OCEANOGRAPHICS
PLOTTER: ENCAD, CADJET 2
SONIC SOUNDER: INNERSPACE 448

prOVECT DEPTH 27.5 FT.

C.L. AZ = 46-33'-45.2"

3

GAGES USED VERE TAKEN FROM GAGE BOARD SET ON PILING
AT ‘GRDSSE PTE. YACHT CLUB ALONG THE NALK WAY NEXT TO THE
SWIWMING POOL'REFERENCED FROM B.. CLUB LOCATED AT N.W.
CORNER OF THE YAGHT CLUB

POSITIONS VERE DETERMINED BY

051 s
REFERENCE BEACON 838, LOCATED AT FORT NAYNE
DETROIT, NICHIGAN - FREQUENCY 319 KHZ, 200 BPS

TRANSDUCER FREQUENCY USED TO NEASURE DEPTH
DATA NAS 208 KHZ AND THE BEAM ANGLE WAS 3.0 DEGREES.

oATE revisa

CORPS OF ENGINEERS
DETROIT, NICHIGAN

ST B

PEACH ISLAND RANGE
CONDITION SOUNDINGS
C.5. 144+00 TO C.S. 179400
05 AUG 1999
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U.S. ARMY ENGINEER DISTRICT. DETROIT

LAKE ST. CLAIR., MICHIGAN

STanITTED 67 [PV FeComENGET

100 200" fci1EF . PRy oPws SEC
[rrPraeD

1o 50 0
1" - 100 CEEEEE

| cH 1 eF . CONSTRUCTION — OPERATIONS D1VISION

5950.

lof1l



