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LEGEND NOTES: U.S. ARMY ENGINEER DISTRICT, DETROIT
DIRECTIDNS CORPS OF ENGINEERS
THE INFORMATION DEPICTED DN THIS NAP 1. GAGES USED WERE TAKEN FROM GAGE BOARD SET ON PILING DETROIT. MICHIGAN
R e o s pp— SIS0 10 O B, LS,
ON THE DATES TNDIGATED AND CAN ONLY BE REFERRED T0 NORTH ZERD. SHIVNING POOL REFERENGED FROM B.N. CLUB LOCATED AT N.W. & Benne : LAKE ST. CLAIRs MICHIGAN
CONDITIONS AT THE TINE. PROJECT DEPTHS B g PEACH ISLAND RANGE
2. POSITIONS NERE DETERMINED BY GPS CONDITION SOUNDINGS
LOV WATER DATUM PROJECT DEPTHS ARE AS INDICATED ABOVE. REFERENCE BEACON 838, LOCATED AT FORT WAYNE
Eeturie ap e e g s secouc ey we e o
REFERRED TO INTERNATIONAL GREAT LAKES CONDUCTED BY FRED LEECH, PARTY CHIEF, 3. TRANSDUCER FREQUENCY USED TO MEASURE DEPTH
DATUM. (1955) AT ELEVATION 571.7 F1. ABOVE ABOARD THE USACOE SURVEY LAUNCH 3043. DATA WAS 208 KHZ AND THE BEAM ANGLE WAS 3.0 DEGREES. DETROIT AREA OFF ICE
AUTOMATED EQUIPNENT USED i
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