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P ECAATION S rETED o TS M DIRECTIONS NoTESt U.S. ARMY ENGINEER DISTRICT. DETROIT
IRECTIONS ARE GRID AZIMUTHS 1. GAGES USED WERE TAKEN FROM GAGE BOARD SET ON PILING
REFRESENTS. THE RESULTS OF SURVEYS WADE Ak RS To N zeRo A TP YERE TAKEN TR ACDNG THE WALK WAY NEXT TO THE O T i
gwtu &gsgs’%?é%ﬁ"%&‘&%ﬂ SWIMNING POOL REFERENCED FROM B.M. CLUB LOCATED AT N.W.
CONDITIONS AT THE TINE. PROJECT DEPTHS CORNER OF THE YAGKT CLUB LAKE ST. CLAIRs MICHIGAN
PROJECT DEPTHS ARE AS [NDICATED ABOVE. 2. POSITIONS WERE DETERMINED BY OPS PEAL
Lo WTER AT FOSITIONS YR DEIERIER, B 008 conr wame DT SO

ELEVATIONS AND PROJECT DEPTHS ARE

THE AUTONATED ELECTRONIC SURVEY Wi

DETROIT, MICHIGAN - FREGUENGY 319 KHZ. 200 BPS

.5+ 288400 TO C.5. 325+00

A
CONDUCTED BY FRED LEECH. PARTY GHIEF.
ABOARD THE USACOE SURVEY LAUNCH 3043.

AUTONATED EQUIPMENT USED

REFERRED T0_INTERNATIONAL GREAT LAKES
DATUM. (1385) AT ELEVATION 571.T F1. ABOVE

TRANSDUCER FREGUENCY USED TO NEASURE DEP’
VEAN WATER LEVEL AT FATHER POINT, QUEBEC. DAT

T
A WAS 208 KHZ AND THE BEAM ANGLE WAS 3.0 DEGREES.
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SONIC SOUNDER: INNERSPACE 448 100 12052 100
v - o0 ST g 100 B0

N
LANBERT PROJECT 10N, 1883 NORTH ANERTCAN DATUN. Jscuie a5 srom

DRANING NINEER
Isveer_9 or 15 ponossge. dgn

lof1l



