
N

US ARMY CORPSOF ENGINEERSDETROIT DISTRICT

CHIEF, OTS BRANCH

PROJECT DEPTH  27.4’ PROJECT DEPTH  30.0’

L.W.D.  576.7’ L.W.D.  576.8’

L.W.D.  576.8’ L.W.D.  576.9’

L.W.D.  576.9’ L.W.D.  577.0’

L.W.D.  577.0’
L.W.D.  577.1’

100’ 0’ 100’ 200’

SCALE

2115+50

DETROIT AREA OFFICE

sc54s0605.dgn

CS 2115+50    TO    CS 2149+34

2149+34

MINNESOTA

SOO

WISCONSIN

SAGINAW

DETROIT

DULUTH

PROJECT

LOCATION

GREEN BAY

GRAND
HAVEN

CHICAGO

DAVENPORT
CLEVELANDFORT WAYNE

ST. CLAIR RIVER, MICHIGAN
ST. CLAIR RIVER CHANNEL

NOTES:

 

1.  GAGES USED WERE OBTAINED ELECTRONICALLY FROM NOAA 

    GAGE AT DUNN PAPER, MICHIGAN.

    

2.  POSITIONS WERE DETERMINED BY GPS

    REFERENCE BEACON 838, LOCATED AT FORT WAYNE

    DETROIT, MICHIGAN - FREQUENCY 319 KHZ, 200 BPS

 

3.  DEPTH MEASURED USING SEABAT 8125 ULTRA HIGH RESOLUTION

    FOCUSED MULTIBEAM ECHOSOUNDER SYSTEM.

27 JUNE 2005

J.B.

           DIRECTIONS

 

 

ALL DIRECTIONS ARE GRID AZIMUTHS

REFERRED TO NORTH ZERO.

        

 

PROJECT DEPTHS ARE AS SHOWN ON DRAWING.

 

 

THE AUTOMATED ELECTRONIC SURVEY WAS

CONDUCTED BY FRED LEECH, PARTY CHIEF, 

ABOARD THE USACE SURVEY VESSEL WHEELER.

 

 

    AUTOMATED EQUIPMENT USED

 

 

POSITIONING:         TSS POS-MV

DATA PROCESSOR:      DELL 330 PC

SOFTWARE:            HYPACK

PLOTTER:             CADJET 2

SONIC SOUNDER:       RESON SEABAT 8125

AREA NOT SURVEYED IN 2005


