PRODUCT INFORMATION FOR
SOLICITATION W911XK-08-T-0065
FOR REPLACEMENT OF DECK AND SPUD WINCHES

This Request for Quotation (RFQ) is for a Brand Name or equal product for Deck and
Spud Winches manufactured by Ingersoll Rand. The winches are to be a brand name or
equivalent with respect to size, pumping capacity, and electrical connections per the
requirements listed below (see below information on the product salient characteristics
sheet).

NOTE: If an equal to product will be offered, the supplier is REQUIRED to provide the
offered product descriptive literature with their price quote for product evaluation and
acceptance. Please refer the attached clauses — 52-211-6 BRAND NAME OR EQUAL AND
52.214-21 DESCRIPTIVE LITERATURE.

In order to be considered for contract award, the supplier MUST be registered in the
Central Contractor Registration (CCR) database. Please visit website at www.ccr.gov to
register.

Price quotes are to be emailed to darryl.j.mitchell@usace.army.mil or can be faxed to Mr.
Mitchell’s attention to 313.226.2209 by the RFQ due date and time.

REPLACEMENT DECK AND SPUD WINCHES FOR THE CRANE BARGE (C/B)
HARVEY:

Three (3) Each Model: FA2.5i/D07195 Ingersoll Rand Air Winches; and Two (2) Each
Model: FA5i/D07195 Ingersoll Rand Spud Winches or Equal

This request is for the specified product with the specified dimensions or equal. The
purchase description reflects the characteristics and level of quality that will satisfy the
Government’s needs. The salient physical, functional, or performance characteristics that
“equal” products must meet are specified in the solicitation. To be considered for award,
offers of “equal” products, including “equal” products of the brand name manufacturer,
must meet the salient physical, functional, or performance characteristic specified in this
solicitation. Clearly identify the item by (a) Brand name, if any; and (b) Make or model
number. Include descriptive literature such as illustrations, drawings, or a clear reference
to previously furnished descriptive data or information available with your quote. The
offeror shall clearly describe any modifications the offeror plans to make in a product to
make it conform to the solicitation requirements. Offeror shall mar any descriptive
material to clearly show the modifications. (c) The Contracting Officer will evaluate
“equal” products on the basis of information furnished by the offeror or identified in the
offer and reasonably available to the Contracting Officer. The Contracting Officer is not
responsible for locating or obtaining any information not identified in the offer. (d)
Unless the offeror clearly indicates in its offer that the product being offered is an “equal”
product, the offeror shall provide the brand name product referenced in the solicitation.


http://www.ccr.gov/
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PRODUCT SALIENT CHARACTERISTICS AND MINIMUM REQUIREMENTS

1. General Requirements
a. All winches shall be suitable for marine use.

b. All winches must meet, or exceed, North American ANSI/ASME B30.7 winch
standards and the standards for the Ingersoll-Rand (IR) winches specified below.

c. Winches must have the same physical dimensions and mounting configuration as the
specified IR winches, as they are to replace existing winches therefore size limitations,
mounting, and physical dimensions are critical to the fit of the new winches. If
dimensions will vary from those specified a certified outline and dimensional drawing
shall be made available for approval by a Government designated representative prior to
contract award.

d. Winches pneumatic inlet and outlet ports must be identical to the IR winches
specified for the reasons identified in Item 1.c. above.

e. All winches must come complete with all necessary controls for remote
operation. Controls shall include all valves and related equipment to be used with
the existing 1-1/4” air lines with npt fittings for the remote operation of the
winches. Pneumatic controls for each winch are required to replace the existing
WABCO (Westinghouse Air Brake Co.) Model No. H2-FX for the brake and clutch
controls, and a Joy Directional Throttle Valve.

f. Contractor shall provide load and performance test results for each winch to a
Government designated representative for approval before delivery.

g. One (1) Operation and Maintenance Manual provided with each unit.

2. Minimum Specifications for Deck Winches
a. Three (3) each - Model FA2.5i/D07195 Ingersoll Rand Air Winches or equal.
b. Line Pull and Speed: 5,000 Ibs at top layer @ minimum 110 fpm.
c¢. Maximum stall at first layer: 10,400 Ibs.
d. Power Source: Air
e. Horsepower and Air Consumption: 25 H.P. and 700 SCFM
f. Brake(s): Auto Disc Brake with drum locking pin.
g. Drum Length and Capacity: 24 inches capable of holding 750 ft of 5/8” wire  rope.

h. Winches must come complete with filters, lubricators, regulators, liquidators,
mufflers, and construction cage.



i. Winches must be designed to function at temperatures of -20°C.

j- Paint must meet or exceed 382-31341 Marine 812-X.

3. Minimum Specifications for Spud Winches
a. Two (2) each— Model FA5i/D07195 Ingersoll Rand Spud Winches or equal.
b. Line Pull and Speed: 11,000 Ibs at top layer @ minimum 30 fpm.
¢. Maximum stall at first layer: 17,000 Ibs.
d. Power Source: Air
e. Horsepower and Air Consumption: 25 H.P. and 700 SCFM
f. Brake(s): Auto Disc Brake with drum locking pin.
g. Drum Length and Capacity: 12 inches capable of holding 400 ft of 7/8” wire  rope.

h. Winches must come complete with filters, lubricators, regulators, liquidators,
mufflers, and construction cage.

i. Winches must be designed to function at temperatures of -20°C.
j. Paint must meet or exceed 382-31341 Marine 812-X.

4. Required Delivery. With-in 12 weeks after the contract is awarded the vendor shall deliver the
winches, control, and applicable material to the following address:

U.S. Army Corps of Engineers
Soo Area Office

119 East Water Street

Sault Sainte Marie, M| 49783

5. Shipment Costs. The shipment costs to the above address shall be paid by the vendor.



